
Weatherskin: Urethane
Multi-Surface Urethane

Product Data Sheet

General Description
Available in a wide variety of colors, Weatherskin’s Multi-Surface Urethane is a high build isocyanate cured acrylic 
urethane for industrial applications requiring excellent weathering, corrosion and chemical resistance. Sufficient 
film build can be achieved with a single coat application. Typical uses include; railcar exteriors, water-towers, 
storage tanks, protective flooring or concrete top coating, wash-bay surfaces and structural steel.  Clear Multi 
Surface Urethane creates a fantastic looking, ultra-durable topcoat over metallic epoxy as well.

Mixing and Thinning Instructions
Mix 4 parts WS:Urethane part A (colored/tinted) with 1 part WS:Urethane Part B catalyst. No reduction is 
necessary. If reducing or thinning is required, please contact your Weatehrskin technical service representative for 
instructions.

Directions for Use:
Surface must be clean, dry, sound and free of dirt, dust, grease, oils, residues, waxes, water, foreign particles, and 
any other contaminants that may interfere with coating adhesion and intimate contact with substrate. Substrate 
preparation may include abrasive blasting, high pressure water/steam cleaning, chemical cleaning and/or other 
approved method to achieve clean and sound surface, including priming. Contact your Weatherskin 
representative for recommendations.

WS:Urethane is designed to be applied by airless spray with 0.013-0.017” tips at 3000-5000 psi. During 
application, the substrate temperature must be 5 degrees above the dew point. Condensation due to substrate 
temperatures below the dew point can result in flash rusting on prepared steel and negatively impact adhesion to
the substrate.

Clean up
Clean all equipment immediately after use with methyl ethyl ketone (MEK), acetone, or other Weatherskin 
approved solvents. Use clean solvent only. In case of spill, absorb and dispose of in accordance with local, State, 
and/or Federal regulations.
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COLOR:
TYPE:
VISCOSITY (77°F):
DRY TIME (77°F):
WEIGHT/GALLON:
% SOLIDS (BY VOLUME):
% SOLIDS (BY WEIGHT):
VOC:
RECOAT:
FLASH POINT:
POT LIFE:
GLOSS:
RECOMMENDED DFT:
MAXIMUM DFT:
COVERAGE:
SAG RESISTANCE:
MIX RATIO:

VARIOUS
ISOCYANATE CURED ACRYLIC URETHANE
25-35 SEC (#3 ZAHN)
2 HRS. TOUCH, 6 HRS. HANDLE
9.1-11.6 LBS./GAL
64-68%
74-80%
1.7-1.9 LBS./GAL
MIN. 8 HRS., MAX. 5 DAYS
5°F
3 HRS. @ 25°C(77°F)
95 DEGREES
4-6 MILS (100-150 UM) PER COAT
10 MILS (250 UM) PER COAT
1000-1100 FT2 @ 1.0 MILS
12+ MILS (300 UM)
1:1

Typical Mixed Properties
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Typical properties given do not constitute a supply speci�cation.

Packaging/Storage
Weatherskin: Urethane is available in 1-gallon kits, 5-gallon kits and 55-gallon steel drums. For additional 
packaging options, please contact your local Weatherskin representative.

Store indoors in original, tightly sealed container out of direct sunlight between 40°F (5°C) and 100°F (38°C), 0% to 
90% relative humidity. Warranted shelf life is 1 year from date of manufacture (DOM) in original unopened and 
properly stored container.

Safety, Health and Environmental Info
Before handling or using this product please refer to the Safety Data Sheet for complete health, safety and 
environmental information. Dispose of waste in accordance with local, state and federal regulations.



Weatherskin: Urethane
Multi-Surface Urethane

Performance Data
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TEST

Adhesion
Pencil Hardness
Abrasion Resistance
Bend - Flexibility
Impact

Salt Fog

Humidity

QUV - UVA-340

TEST METHOD

ASTM D3359
ASTM D3363
ASTM D4060
ASTM D522
ASTM D2794

ASTM B117

ASTM 4585

ASTM G154

High Solids Direct-to-Metal 1.8 VOC 2K Urethane
RESULT

5A (0% loss)

HB-H

1000 cycles, 200 mg loss

Passes 1/8 inch Mandrel Bend

160 in/# Direct

160 in/# Reverse

1000 hours, 5 mils dft on

Blasted Steel-No rusting/blistering

1000 hours, 5 mils dft on

Blasted Steel-No rusting/blistering

5000 hours, excellent color & gloss retention



Disclaimer

This information is disclosed without warranty, representation, inducement, or license of any kind and is believed 
to be as accurate according to Weatherskin Corporation’s knowledge and other primary sources. Weatherskin

Corporation does not assume any legal responsibility for use of reliance on same. Customers are encouraged
to conduct their own tests.

Warranty Disclaimer

We guarantee our Products adhere to the specifications of Weatherskin Coatings. Weatherskin Coatings makes 
no warranty or guarantee, expressed or implied, including warranties of fitness for a particular purpose or 
merchantability, respecting its Products. Liability, if any, is limited to refund or purchase price or replacement 

of the Product. All consequential damages, labor and cost of labor are hereby excluded.
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